
LANDSCAPING AQUA SPORTCIVILS

FASERFIX®SUPER 
Drainage channels for extreme loads and high dynamic forces.
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  Requirement
Drainage channels in heavy traffic areas must 

   withstand to extreme loads and high  

dynamic forces.

   be particularly stable to ensure a long-term security.

   be resistant to environmental influences. 

(frost, heat, moisture)

Highway drainage, Slovakia

FASERFIX®SUPER 
Drainage channels for extreme loads and high dynamic forces.

LANDSCAPING AQUA SPORTCIVILS

1   Solutions
Therefore FASERFIX SUPER channels offer solutions  

for any type of application in heavy duty traffic areas:

 large channels made from fibre-reinforced concrete

 corrosion-proof galvanised steel angle housing 

 gratings up to Class F900 in accordance with  

 DIN EN 1433

  grating securely located in 40 mm deep angle  

housings 

 nominal sizes from 100 to 500 mm each in different  

 heights

  boltless locking system SIDE-LOCK with additional 

eight bolt fixing per metre is possible

 Safety joint for easy sealing

3

    Application areas
 traffic areas for industry

 container terminals and ports

 roads and tunnels

 petrol stations and service areas

 airports

2

3



Fishing basin, La Réunion

Petrol station, Germany Airport Aulnat, France

Flood prevention for St. Ives in Cornwall, UK

Port Nantes, France
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The benefits of FASERFIX®SUPER channels 
The reliable solution with THE strongest U-Drain Channel in the world!

Excellent angle housing
 40 mm high angle housing and inlaying grating
 extremely stable connection between angle housing and concrete
 8-fold securing of grating plus additional anti-vandal option  

 (with bolts)
 simultaneous locking in longitudinal direction

= Security

40 mm

SIDE-LOCK
 SIDE-LOCK boltless locking system plus  

 additional option for fixing with 8-bolts for  
 even more security in extreme situations

  Extra protection against horizontal  
movement

  90 % time savings in fixing the grating 
  replace and insert the grating without   

any special tool. A screwdriver is enough

= Security / Cost savings

LANDSCAPING AQUA SPORTCIVILS
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High stability
   FASERFIX SUPER channels are ideal  

for areas with heavy load and high  
dynamic forces up to class F 900

 maximum lateral stability
 Thicker walls (compared to FASERFIX KS)  

 for additional security in extreme sitautions  
 (with high dynamic forces)

 optimum stability through fibre reinforced  
 concrete with low weight 

= Security

High-tech material 
  „Made in Germany“: centralised production =  

one quality control system.
  Most used material on construction
  Optimum stability through fibre reinforced  

concrete with low weight
  Adheres well to foundation concrete  

(same coefficient)
  Installation without grating possible
  One channel for all loading classes up to F 900
  Fire resistance class A1 (not flammable)  

according DIN 4102
  Installation for asphalted surface up to  

class E 600 without concrete stretcher

= Security
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Installed more than 10 years ago.
Reliable safety to this day: FASERFIX SUPER

channels at Stuttgart’s indoor market.

The installation of FASERFIX SUPER channels in areas

with extreme loads and service requirements proves the

durability of this drainage system. For example at

Stuttgart’s indoor market: the FASERFIX SUPER

channels were installed 10 years ago and have stood up

well to the extreme service requirements, and continue 

to provide reliable drainage under constant heavy traffi c.

10 years of successful use:
heavy-duty service at Stuttgart’s indoor market

FASERFIX®SUPER 
Drainage channels for extreme loads and high dynamic forces.

FASERFIX®

SINCE 1974

THE ORIGINAL

TESTED BY

REALITY

Particularly demanding requirements:
 large sealed asphalt surfaces

 high point loads due to fork-lift truck traffi c

 maximum exposure to traffi c

  Area: 190,000 m2

  Traders: 370

  Customers: 4,000

  Annual goods turnover: 490,000 t

  Annual sales: EUR 500 million

  97% of goods are transported by HGV, 

  3% by rail

Drainage channels:
 FASERFIX SUPER 150 and 200 with ductile 

 iron gratings

 Installed in 2002

LANDSCAPING AQUA SPORTCIVILS
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1

2

4

FASERFIX®SUPER 
Drainage channels for extreme loads and high dynamic forces.

FASERFIX SUPER channels meet the requirements of DIN 
EN 1433 and are suitable for the following load categories:

Category A 15,  
Load class 15 kN

Category B 125,  
Load class 125 kN

Category C 250,  
Load class 250 kN

Category D 400,  
Load class 400 kN

Category E 600,  
Load class 600 kN

Category F 900,  
Load class 900 kN

LANDSCAPING AQUA SPORTCIVILS
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1

  Fibre-reinforced concrete 
channels to DIN V 19580/
EN 1433, CE-compliant, with 
safety joint, steel frame and 
SIDE-LOCK boltless locking 
mechanism as well as tongue 
and groove for exact installation

2

  Numerous grating options

3

  Trash box with drainage 
connection options on 3 sides, 
integrated KG sleeve DN 100 and 
re movable mud bucket

4

  End caps with and without 
outlets

GUGI-Ductile iron mesh gratings* Ductile iron gratings* Solid covers*

Load categories

D 400 100, 150, 200, 300, 400, 500

E 600 150, 200, 300, 400, 500

F 900 100 150, 200, 300, 400, 500

*sizes are nominal widths

Grating options
FASERFIX®SUPER Channels

3
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LANDSCAPING AQUA SPORTCIVILS

FASERFIX®SUPER 150

Channels

FASERFIX®SUPER 150 with galvanised angle housings, up to load class F 900

Type 01 Type 01

Length 
mm

Width 
mm

Height 
mm

Drainage 
cross-sect. 

cm²

Weight 
kg

Article
No.

Type 01 1000 240 255 212 75,0 2000

Type 010 1000 240 309 289 85,8 2042

Type 020 1000 240 369 383 98,0 2044

Type 0105 500 240 255 212 37,0 2049

Type 01 E (no stock, minimum order quantity 200 m) 1000 240 255 223 80,0 2105

Type 010 E (no stock, minimum order quantity 200 m) 1000 240 309 301 93,5 2106

Type 020 E (no stock, minimum order quantity 200 m) 1000 240 369 387 105,0 2107

11



FASERFIX®SUPER 150
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Gratings

FASERFIX®SUPER 150, class D 400*

Ductile iron grating, SW 150/20, black

Length 
mm

Width 
mm

Height 
mm

Intake 
cross-sect. 

cm²/m

Weight 
kg

Article
No.

Ductile iron grating, SW 150/20, black 500 227 40 710 8,1 2063

 * Not for use across the carriageway of highways or motorways in moving traffic.
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LANDSCAPING AQUA SPORTCIVILS

FASERFIX®SUPER 150

FASERFIX®SUPER 150, class E 600

Solid ductile iron grating, black

Length 
mm

Width 
mm

Height 
mm

Intake 
cross-sect. 

cm²/m

Weight 
kg

Article
No.

Solid ductile iron grating, black 500 227 40 - 10,7 2262

Gratings
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FASERFIX®SUPER 150
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FASERFIX®SUPER 150, class F 900

Ductile iron grating SW 20, black

Length 
mm

Width 
mm

Height 
mm

Intake 
cross-sect. 

cm²/m

Weight 
kg

Article
No.

Ductile iron grating SW 20, black 500 227 40 710 9,9 2061

14



LANDSCAPING AQUA SPORTCIVILS

Accessories

FASERFIX®SUPER 150

Trash box with galvanised 
bucket

Length 
mm

Width 
mm

Height 
mm

Weight 
kg

Article
No.

Trash box with galvanised bucket 500 240 640 90,3 2052

Foul air trap DN 150 584 160 439 2,0 960

PVC - connection DN 150 - - - 0,5 906

End cap closed, galvanised, Type 01 - 240 255 0,9 2081

End cap closed, galvanised, Type 010 - 240 309 1,1 2082

End cap closed, galvanised, Type 020 - 240 369 1,4 2083

End cap with horizontal UPVC-outlet DN 150, galvanised, Typ 01 - 240 255 1,0 2091

End cap with horizontal UPVC-outlet DN 150, galvanised, Type 010 - 240 309 1,2 2092

End cap with horizontal UPVC-outlet DN 150, galvanised, Type 020 - 240 369 1,7 2093

Hexagonal bolt M 10x45, stainless steel, DIN 933 45 - - - 91604

UPVC cap for hexagon bolts - - - - 91100

Foul air trap DN 150 PVC - connection DN 150

End cap closed, galvanised, 
Type 010

End cap with horizontal  
UPVC-outlet DN 150,  
galvanised, Type 020

FASERFIX®SUPER 150

15



FASERFIX®SUPER 150

Cutting to length  
of NW 150

Cutting for gradient 
for all nominal widths

Length 
mm

Width 
mm

Height 
mm

Weight 
kg

Article
No.

Cutting to length of NW 150 - - - - 991

Mitre cuts NW 150 (price per cut, two cuts necessary) - - - - 996

Cutting for gradient for all nominal widths - - - - 890

Drilling of connecting holes DN 150 - - - - 973

Inserting of PVC union connectors DN 150* - - - - 983

Sealing material Sikaflex Tank N, poly-tube bag 600 ml** - - - 1,0 19050

Primer Sikaflex 215, 1000 ml - - - 1,0 19055

Fixing-system EP, empty pipe in the channel bottom, (2 pieces per metre) - - - - 703

Steelbars for fixing system EP (2 pieces per metre) - - - - 704

Installation aid FASERFIX SUPER / FASERFIX SUPER KS channel 150 - - - 1,3 136018

Transport rod - - - - 701

* Additionally SML- or PE-HD oultets can be inserted on request.
** Consumption for channel type 020: approx. 94 ml per joint.

FASERFIX®SUPER 150
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LANDSCAPING AQUA SPORTCIVILS

FASERFIX®SUPER 200

Channels

FASERFIX®SUPER 200 with galvanised angle housings, up to load class F 900

Type 01

Type 010

Type 01

Length 
mm

Width 
mm

Height 
mm

Drainage 
cross-sect. 

cm²

Weight 
kg

Article
No.

Type 01 1000 290 305 362 96,8 3000

Type 010 1000 290 350 447 107,1 3042

Type 020 1000 290 400 552 113,7 3044

Type 0105 500 290 305 362 49,0 3049

Type 01 E (no stock, minimum order quantity 200 m) 1000 290 305 386 104,5 3105

Type 010 E (no stock, minimum order quantity 200 m) 1000 290 350 473 113,5 3106

Type 020 E (no stock, minimum order quantity 200 m) 1000 290 400 568 124,5 3107
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FASERFIX®SUPER 200
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Gratings

FASERFIX®SUPER 200, class D 400*

Ductile iron grating, SW 170/20, black

Length 
mm

Width 
mm

Height 
mm

Intake 
cross-sect. 

cm²/m

Weight 
kg

Article
No.

Ductile iron grating, SW 170/20, black 500 279 40 833 9,6 3063

 * Not for use across the carriageway of highways or motorways in moving traffic.
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LANDSCAPING AQUA SPORTCIVILS

FASERFIX®SUPER 200

FASERFIX®SUPER 200, class E 600

Solid ductile iron grating, black

Length 
mm

Width 
mm

Height 
mm

Intake 
cross-sect. 

cm²/m

Weight 
kg

Article
No.

Solid ductile iron grating, black 500 279 40 - 13,4 3262

Gratings
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FASERFIX®SUPER 200
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FASERFIX®SUPER 200, class F 900

Length 
mm

Width 
mm

Height 
mm

Intake 
cross-sect. 

cm²/m

Weight 
kg

Article
No.

Ductile iron grating SW 20, black 500 279 40 833 13,6 3061

Ductile iron grating SW 20, black

20



LANDSCAPING AQUA SPORTCIVILS

FASERFIX®SUPER 200

Accessories

FASERFIX®SUPER 200

Trash box with galvanised 
bucket

Trash box, 2-pieces 
with galvanised bucket

Length 
mm

Width 
mm

Height 
mm

Weight 
kg

Article
No.

Trash box with galvanised bucket 500 290 582 92,0 3052

Trash box, 2-pieces with galvanised bucket 500 290 900 190,5 3054

Trash box with ductile iron angle housing and galvanised mud bucket 500 290 582 88,5 3452

PVC-Connection DN 200 - - - 0,8 907

End cap closed, galvanised, Type 01 - 290 305 1,4 3081

End cap closed, galvanised, Type 010 - 290 350 1,7 3082

End cap closed, galvanised, Type 020 - 290 400 1,9 3083

End cap with horizontal UPVC-outlet DN 150, galvanised, Type 01 - 290 305 1,5 3091

End cap with horizontal UPVC-outlet DN 150, galvanised, Type 020 - 290 400 1,8 3093

Hexagonal bolt M 10x45, stainless steel, DIN 933 45 - - - 91604

UPVC cap for hexagon bolts - - - - 91100

PVC-Connection DN 200 End cap closed,  
galvanised, Type 010

End cap with horizontal  
UPVC-outlet DN 150,  
galvanised, Type 01

21



FASERFIX®SUPER 200

FASERFIX®SUPER 200

Cutting to length 
of NW 200

Cutting for gradient 
for all nominal widths

Drilling of connecting 
holes DN 200

Inserting of PVC union  
connectors DN 200*

Length 
mm

Width 
mm

Height 
mm

Weight 
kg

Article
No.

Cutting to length of NW 200 - - - - 992

Mitre cuts NW 200 (price per cut, two cuts necessary) - - - - 997

Cutting for gradient for all nominal widths - - - - 890

Drilling of connecting holes DN 200 - - - - 974

Inserting of PVC union connectors DN 200* - - - - 984

Sealing material Sikaflex Tank N, poly-tube bag 600 ml** - - - 1,0 19050

Primer Sikaflex 215, 1000 ml - - - 1,0 19055

Fixing-system EP, empty pipe in the channel bottom, (2 pieces per metre) - - - - 703

Steelbars for fixing system EP (2 pieces per metre) - - - - 704

Installation aid FASERFIX SUPER and FASERFIX SUPER KS channel 200 - - - 1,6 136202

Transport rod - - - - 701

* Additionally SML- or PE-HD oultets can be inserted on request.
** Consumption for channel type 020: approx. 105 ml per joint.
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LANDSCAPING AQUA SPORTCIVILS

FASERFIX®SUPER 300

Channels

FASERFIX®SUPER 300 with galvanised angle housings, up to load class F 900

Type 01 Type 01

Length 
mm

Width 
mm

Height 
mm

Drainage 
cross-sect. 

cm²

Weight 
kg

Article
No.

Type 01 1000 390 415 803 153,1 4000

Type 010 1000 390 460 938 160,3 4242

Type 020 1000 390 510 1088 173,1 4244

Type 01 H 1000 390 630 1202 251,0 4044

Type 0105 500 390 415 803 75,0 4001

Type 01 E 1000 390 415 900 133,7 4105
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FASERFIX®SUPER 300
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Gratings

FASERFIX®SUPER 300, class D 400*

Ductile iron grating SW 20, black

Length 
mm

Width 
mm

Height 
mm

Intake 
cross-sect. 

cm²/m

Weight 
kg

Article
No.

Ductile iron grating SW 20, black 500 377 40 1334 20,6 4063

 * Not for use across the carriageway of highways or motorways in moving traffic.
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LANDSCAPING AQUA SPORTCIVILS

FASERFIX®SUPER 300

FASERFIX®SUPER 300, class E 600

Solid ductile iron grating, black

Length 
mm

Width 
mm

Height 
mm

Intake 
cross-sect. 

cm²/m

Weight 
kg

Article
No.

Solid ductile iron grating, black 500 377 40 - 21,5 4262

FASERFIX®SUPER 300, class F 900

Ductile iron grating SW 20, black

Length 
mm

Width 
mm

Height 
mm

Intake 
cross-sect. 

cm²/m

Weight 
kg

Article
No.

Ductile iron grating SW 20, black 500 377 40 1334 23,5 4061

Gratings

25



FASERFIX®SUPER 300
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Accessories

FASERFIX®SUPER 300

Trash box, two parts, 
without grating

Extension part Cutting to length of NW 300

Mitre cuts NW 300 (price per 
cut, two cuts necessary)

Cutting for gradient 
for all nominal widths

Drilling of connecting 
holes DN 200

Inserting of PVC union 
connectors DN 200*

Length 
mm

Width 
mm

Height 
mm

Weight 
kg

Article
No.

Trash box, two parts, without grating 510 390 850 183,5 4050

Extension part 510 390 400 81,7 4054

PVC-Connection DN 200 - - - 0,8 907

End cap closed, galvanised, type 01 - 390 415 2,7 4081

End cap closed, galvanised, type 01H - 390 630 3,7 4083

End cap with horizontal UPVC-outlet DN 200, galvanised, type 01 - 390 415 2,8 4085

End cap with horizontal UPVC-outlet DN 200, galvanised, type 020 - 390 630 4,5 4088

Hexagonal bolt M 10x45, stainless steel, DIN 933 45 - - - 91604

UPVC cap for hexagon bolts - - - - 91100

Cutting to length of NW 300 - - - - 993

Mitre cuts NW 300 (price per cut, two cuts necessary) - - - - 998

Cutting for gradient for all nominal widths - - - - 890

Drilling of connecting holes DN 200 - - - - 974

Inserting of PVC union connectors DN 200* - - - - 984

Sealing material Sikaflex Tank N, poly-tube bag 600 ml** - - - 1,0 19050

Primer Sikaflex 215, 1000 ml - - - 1,0 19055

Fixing-system EP, empty pipe in the channel bottom, (2 pieces per metre) - - - - 703

Steelbars for fixing system EP (2 pieces per metre) - - - - 704

Installation aid FASERFIX SUPER channel 300 - - - 2,3 136242

Transport rod - - - - 701

* Additionally SML- or PE-HD oultets can be inserted on request.
** Consumption for channel type 01H: approx. 169 ml per joint.
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LANDSCAPING AQUA SPORTCIVILS

FASERFIX®SUPER 400

Channels

FASERFIX®SUPER 400 with galvanised angle housings, up to load class F 900

Type 01 Type 01

Length 
mm

Width 
mm

Height 
mm

Drainage 
cross-sect. 

cm²

Weight 
kg

Article
No.

Type 01 1000 490 540 1398 245,3 4111

Type 01H 1000 490 630 1758 258,4 4116

Type 01E 1000 490 540 1398 255,0 4011
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Gratings

FASERFIX®SUPER 400, class D 400*

Ductile iron grating SW 20, black

Length 
mm

Width 
mm

Height 
mm

Intake 
cross-sect. 

cm²/m

Weight 
kg

Article
No.

Ductile iron grating SW 20, black 500 477 40 1618 25,0 4163

 * Not for use across the carriageway of highways or motorways in moving traffic.

FASERFIX®SUPER 400, class E 600

Solid ductile iron grating, black

Length 
mm

Width 
mm

Height 
mm

Intake 
cross-sect. 

cm²/m

Weight 
kg

Article
No.

Solid ductile iron grating, black 500 477 40 - 32,0 4362
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LANDSCAPING AQUA SPORTCIVILS

FASERFIX®SUPER 400

FASERFIX®SUPER 400, class F 900

Ductile iron grating SW 20, black

Length 
mm

Width 
mm

Height 
mm

Intake 
cross-sect. 

cm²/m

Weight 
kg

Article
No.

Ductile iron grating SW 20, black 500 477 40 1618 38,7 4161

Gratings
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Accessories

FASERFIX®SUPER 400

Trash box element with 
galvanised mud bucket 
for type 01, 1.0 m

Cutting for gradient 
for all nominal widths

Drilling of connecting 
holes DN 200

Inserting of PVC union  
connectors DN 200*

Length 
mm

Width 
mm

Height 
mm

Weight 
kg

Article
No.

Trash box element with galvanised mud bucket for type 01, 1.0 m 1000 490 1090 670,0 4120

Trash box element with galvanised mud bucket for type 01 H, 1.0 m 1000 490 1160 690,0 4125

End cap closed, galvanised, Type 01 - 490 540 4,9 4091

End cap closed, galvanised, Type 01H - 490 630 5,6 4092

End cap with horizontal UPVC-outlet DN 200, galvanised, Type 01 - 490 540 5,2 4093

End cap with horizontal UPVC-outlet DN 200, galvanised, Typ 01H - 490 630 5,2 4097

Hexagonal bolt M 10x45, stainless steel, DIN 933 45 - - - 91604

UPVC cap for hexagon bolts - - - - 91100

Cutting to length of NW 400 - - - - 985

Mitre cuts NW 400 (price per cut, two cuts necessary) - - - - 949

Cutting for gradient for all nominal widths - - - - 890

Drilling of connecting holes DN 200 - - - - 974

Inserting of PVC union connectors DN 200* - - - - 984

Sealing material Sikaflex Tank N, poly-tube bag 600 ml** - - - 1,0 19050

Primer Sikaflex 215, 1000 ml - - - 1,0 19055

Fixing-system EP, empty pipe in the channel bottom, (2 pieces per metre) - - - - 703

Steelbars for fixing system EP (2 pieces per metre) - - - - 704

Installation aid FASERFIX SUPER channel 400 - - - 3,0 136304

Transport rod - - - - 701

* Additionally SML- or PE-HD oultets can be inserted on request.
** Consumption for channel type 01H: approx. 172 ml per joint.

End cap closed,  
galvanised, Type 01

End cap with horizontal  
UPVC-outlet DN 200,  
galvanised, Type 01
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LANDSCAPING AQUA SPORTCIVILS

FASERFIX®SUPER 500

Channels

FASERFIX®SUPER 500 with galvanised angle housings, up to load class F 900

Type 01

Length 
mm

Width 
mm

Height 
mm

Drainage 
cross-sect. 

cm²

Weight 
kg

Article
No.

Type 01 1000 590 630 2141 307,5 4121
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Gratings

FASERFIX®SUPER 500, class D 400*

Ductile iron grating, SW 20,  
black

Length 
mm

Width 
mm

Height 
mm

Intake 
cross-sect. 

cm²/m

Weight 
kg

Article
No.

Ductile iron grating, SW 20, black 500 577 40 2061 32,4 4183

 * Not for use across the carriageway of highways or motorways in moving traffic.

FASERFIX®SUPER 500, class E 600

Length 
mm

Width 
mm

Height 
mm

Intake 
cross-sect. 

cm²/m

Weight 
kg

Article
No.

Solid ductile iron grating, black 500 577 40 - 42,0 4462

Solid ductile iron grating,  
black
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LANDSCAPING AQUA SPORTCIVILS

FASERFIX®SUPER 500

FASERFIX®SUPER 500, class F 900

Ductile iron grating, SW 20,  
black

Length 
mm

Width 
mm

Height 
mm

Intake 
cross-sect. 

cm²/m

Weight 
kg

Article
No.

Ductile iron grating, SW 20, black 500 577 40 2061 46,5 4181

Gratings
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Accessories

FASERFIX®SUPER 500

Trash box element with 
galvanised mud bucket 
for type 01, 1.0 m

Cutting for gradient 
for all nominal widths

Drilling of connecting 
holes DN 200

Inserting of PVC union 
connectors DN 200*

Length 
mm

Width 
mm

Height 
mm

Weight 
kg

Article
No.

Trash box element with galvanised mud bucket for type 01, 1.0 m 1000 590 1180 826,0 4130

End cap closed, galvanised, Type 01 - 590 630 6,8 4096

End cap with horizontal UOVC-outlet DN 200, galvanised, Type 01 - 590 630 8,0 4095

Hexagonal bolt M 10x45, stainless steel, DIN 933 45 - - - 91604

UPVC cap for hexagon bolts - - - - 91100

Cutting to length of NW 500 - - - - 989

Mitre cuts NW 500 (price per cut, two cuts necessary) - - - - 959

Cutting for gradient for all nominal widths - - - - 890

Drilling of connecting holes DN 200 - - - - 974

Inserting of PVC union connectors DN 200* - - - - 984

Sealing material Sikaflex Tank N, poly-tube bag 600 ml** - - - 1,0 19050

Primer Sikaflex 215, 1000 ml - - - 1,0 19055

Fixing-system EP, empty pipe in the channel bottom, (2 pieces per metre) - - - - 703

Steelbars for fixing system EP (2 pieces per metre) - - - - 704

Installation aid FASERFIX SUPER channel 500 - - - 6,0 136366

Transport rod - - - - 701

* Additionally SML- or PE-HD oultets can be inserted on request.
** Consumption for channel type 01: approx. 184 ml per joint.

End cap closed,  
galvanised, Type 01

End cap with horizontal  
UOVC-outlet DN 200,  
galvanised, Type 01
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